
	   	  

	  

Order Number
Hand Wheel 

Diameter Height Width Depth

Max. 
Shackle 
Diameter

Min. 
Shackle 

Clearance
Blue
WAL2 065585 25 - 64 mm 80 mm 120.1 mm 35.9 mm 9.7 mm 38 mm
WAL2 065586 64 - 127 mm 141.7 mm 184.8 mm 50.6 mm 9.7 mm 38 mm
WAL2 065587 127 - 165 mm 181 mm 224.1 mm 60.4 mm 9.7 mm 38 mm
WAL2 065588 165 - 254 mm 276.2 mm 318.3 mm 76.2 mm 9.7 mm 38 mm
WAL2 065589 254 - 330 mm 363.5 mm 405.1 mm 76.2 mm 9.7 mm 38 mm
Green
WAL2 065595 25 - 64 mm 80 mm 120.1 mm 35.9 mm 9.7 mm 38 mm
WAL2 065596 64 - 127 mm 141.7 mm 184.8 mm 50.6 mm 9.7 mm 38 mm
WAL2 065597 127 - 165 mm 181 mm 224.1 mm 60.4 mm 9.7 mm 38 mm
WAL2 065598 165 - 254 mm 276.2 mm 318.3 mm 76.2 mm 9.7 mm 38 mm
WAL2 065599 254 - 330 mm 363.5 mm 405.1 mm 76.2 mm 9.7 mm 38 mm
Red
WAL2 065560 25 - 64 mm 80 mm  120.1 mm 35.9 mm 9.7 mm 38 mm 
WAL2 065561 64 - 127 mm 141.7 mm 184.8 mm 50.6 mm 9.7 mm 38 mm
WAL2 065562 127 - 165 mm 181 mm 224.1 mm 60.4 mm 9.7 mm 38 mm
WAL2 065563 165 - 254 mm 276.2 mm 318.3 mm 76.2 mm 9.7 mm 38 mm
WAL2 065564 254 - 330 mm 363.5 mm 405.1 mm 76.2 mm 9.7 mm 38 mm
Yellow
WAL2 065590 25 - 64 mm 80 mm 120.1 mm 35.9 mm 9.7 mm 38 mm
WAL2 065591 64 - 127 mm 141.7 mm 184.8 mm 50.6 mm 9.7 mm 38 mm
WAL2 065592 127 - 165 mm 181 mm 224.1 mm 60.4 mm 9.7 mm 38 mm
WAL2 065593 165 - 254 mm 276.2 mm 318.3 mm 76.2 mm 9.7 mm 38 mm
WAL2 065594 254 - 330 mm 363.5 mm 405.1 mm 76.2 mm 9.7 mm 38 mm

 
 
 
 

Product Data Sheet – LOCKOUT & TAGOUT – Standard Gate Valve Lockouts 

 
 

Standard Gate Valve Lockouts 
 
    
 
 
 
 
 
 
 
 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Description  Standard Gate Valve Lockout 

Physical 
Properties  

Locks out gate valves with different hand wheel diameters. Made of durable polypropylene – 
superior impact & chemical resistance. Withstands temperatures from -20°C to 80°C. 
Available in several sizes and colours. Comes with danger labels in English, Spanish and 
French. 

Uses Unique knockout feature: can be removed by hand to accommodate “rising stem” gate valves 

Packaging 1 

 


